
 

 

Specifications PTS 26  
 

Engines:   Type:                Clutch:  Max speed: 
Vetus       42 HP 4 cylinder diesel                mechanical  app.    8 knotts  
Vetus      65 HP 4 cylinder turbodiesel              hydraulic  app.   9,5knotts 
Vetus/Yanmar   145 HP/110 HP/150 HP 4 cylinder turbodiesel     hydraulic    app.   17 knotts 
Vetus/Yanmar    173 HP/170 HP 4 cylinder turbodiesel              hydraulic  app.   20 knotts 
Vetus    10Kw E-Line 100 (22HP)      app.   5-6 hours 
Vetus    10Kw E-Pod (20HP)       app    6-7 hours 
Bellmarine   10Kw E-Line         app    5-6 hours   
 
Shipyard/ type :   Statement Marine / PTS 26 
Design :    Vripack Naval architects  
Hullshape :   round bilge semi planing 
Building material :  11 mm polyester hand lay up 
Classification :   C category, coastal waters, 8 persons 
Dimentions :  length overall  8.25 metre 

length waterline  7.25 metre 
beam   2.59 metre  
draft  0,80 metre 

Height above water   app. 1.70 metre  
Height in cabin    1.68 metre    
Displacement   app. 2700 kg 
Berths:    2 in cabin, possible 2 in cockpit 
Fuel capacity   2 times  88 litre communicating 
Domestic water capacity  2 times  77 litre communicating 
Black water capacity   42 litre (optional), with electric toilet   
 
Vetus 42 HP version :         As from 65 hp versions :                   

- Vetus bullflex        -   Vetus Drive VDR 2 
- Vetus propeller shaft 30 mm diameter    -   35/40 mm Stainless steel 316 propeller shaft 

 
Electric version:            Additional Information: 

- AGM 660Ah batteries, app 740Kg         - Entire production in The Netherlands 
- Lithium batteries, app 230 KG (Eline 4-6 hours, E-Pod 5-7 hours, Bellmarine 4-6 hours)    - Floor, deck and Swim plateauEsthec 
- 30 mm Stainless steel 316 propeller shaft (E-Line, Bellmarine)     - Complete cushion set 

- 2 year warranty 


